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N FIRE PROTECTION NOTES

1. MODIFICATIONS TO THE EXISTING SPRINKLER SYSTEM SHALL BE
PERFORMED ACCORDING TO NFPA 13 REGULATIONS ,VA SPECIFICATIONS
AND GUIDELINES. CONTRACTOR SHALL OBTAIN EXISTING SPRINKLER
DRAWINGS, INFORMATION FROM THE VA , PROVIDE FIELD SURVEY TO

@ @ @ @ @ @ @ @ @ @ @ @ VERIFY THE EXISTING INFORMATION, THAN PREPARE ALL REQUIRED

DOCUMENTS, DRAWINGS, PERFORM ALL REQUIRED ENGINEERING, TESTING,

AND PAY ALL REQUIRED FEES, OR CHARGES REQUIRED TO OBTAIN THESE
APPROVALS. FURNISH ALL REQUIRED LABOR, MATERIALS AND EQUIPMENT
FOR A COMPLETE, SAFE INSTALLATION OF SPRINKLER SYSTEM TO WORK IN

L] FULL CONFORMITY WITH REQUIREMENTS OF AUTHORITIES HAVING
JURISDICTION.
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2. FIRE PROTECTION SYSTEM TO COMPLY WITH NFPA 13, 14, 20, 24 AND

ALL APPLICABLE STATE CODES.
AREA OF NEW EXISTING

ENTRANCE

CONSTRUCTION . ] >gwc_l >z Om 3. FINAL INSPECTION AND APPROVAL BY COTR.
4. SPRINKLER SHOP DRAWINGS AND MATERIAL SUBMITTALS SHALL BE
- | O - . SUBMITTED TO THE CONTRACTING OFFICER AND SHALL BE APPROVED
— ——— PRIOR TO ANY INSTALLATION.

PIPE ROUTING IS NOT SHOWN. IT IS THE RESPONSIBILITY OF THIS
CONTRACTOR TO PROVIDE PIPING MODIFICATIONS AND OFFSETS REQUIRED
FOR PROPER INSTALLATION AND COORDINATION WITH OTHER TRADES.
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6. PIPING IN AREAS WITH EXPOSED STRUCTURE SHALL BE INSTALLED AS
\: HIGH AS POSSIBLE TO ALLOW THE OWNER MAXIMUM USE OF THE SPACE.
B I 5 T 5 :ZTJ::J A l;TJ:: T T { W i I ——— e | I | L — B
‘Li = = ﬁ; H,mm@ =8 1288 s [E== ?u ﬁu 0 7. SPRINKLER LOCATIONS SHALL BE CENTERED IN THE TILE. PROVIDE
draTnoe HSKP| L85 1e23 a ese 1289 1288 ARMOVER OR SWING JOINT AS REQUIRED. SUPPORT ANY ARM OVER 18"

]

, — X = e OR LONGER.
. , : | 8. SPRINKLERS IN AREAS WITH EXPOSED STRUCTURE (OBSTRUCTED
@ CONSTRUCTION) SHALL BE INSTALLED WITH DEFLECTOR 1” BELOW THE
I BOTTOM OF THE BEAM (MAXIMUM 22" BELOW ROOF DECK). EXPOSED BAR

JOISTS THAT HAVE SPRAY—ON FIRE PROOFING THAT MAKES THE JOIST

. _ SOLID SHALL BE TREATED LIKE A BEAM WITH THE SPRINKLERS 1" BELOW
THE BOTTOM OF THE FIRE PROOFING.
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17. ROLL GROOVED AND CUT GROOVED COUPLINGS AND FITTINGS SHALL BE
PROVIDED BY A SINGLE MANUFACTURER, NO EXCEPTION.

7’ 1
| 1294 ; @aﬁwmf . NSTATI
— EXISTING | | | - =
1] =il i mi - =1 el 9. SLEEVE AND/OR FIRESTOP ALL PENETRATIONS THROUGH RATED WALLS.
& T == — — - ERC s ) | . ﬁL N CEILINGS. AND FLOORS WITH U/L LISTED ASSEMBLIES. FIRESTOP
O>mm._.mm_ | LT g ASSEMBLIES SHALL BE EQUAL TO OR EXCEED THE RATING OF THE WALL,
1210 i CEILING OR FLOOR. SEE ARCHITECTURAL DRAWINGS FOR FINAL FINISHES.
= ; 1280 E:D 1285
ﬁg FELEC 1281 1282 1283 o
— I =l e EX ﬁ 10. PROVIDE ACCESS PANELS TO ALL VALVES ABOVE NON—ACCESSIBLE
z ] — - CEILINGS AND CHASES.
] 1279 %ﬁ
12104 — TEL i i \znn i
= ‘ 11. PROVIDE A MODIFIED PERMANENTLY ATTACHED NAME TAG AS APPLICABLE
TO THE RISER STATING THE REQUIRED DESIGN CRITERIA FOR EACH
x_w._._zm O—I_z_g ) W e ; HYDRAULICALLY—DESIGNED SYSTEM.
[l 1] O | a0 s N 12. IF SYSTEM PRESSURE EXCEEDS 100 PSI, ALL HANGERS ON END HEADS IN
T i %_ Sl M £ : s = @ PENDANT POSITION SHALL BE WITHIN 12" OF END OF LINE IN
w ACCORDANCE WITH NFPA 13.
telot D 1277 1276 1275 574 1273 - 1272 |l
1207
] 1209 OFF EX EX IO X MEDRM O] WHRICR 13. COORDINATE PIPING WITH ALL ELECTRICAL EQUIPMENT (PANELS.
W J oFF | [ i TRANSFORMERS, ETC.) PRIOR TO ANY INSTALLATION. DO NOT ROUTE ANY
EE ] ] O T PIPING OVER ANY ELECTRICAL PANELS UNDER ANY CIRCUMSTANCES. ANY
™= 1225 e e s en ko ] PIPING RUN OVER ELECTRICAL SHALL BE REROUTED AT NO ADDITIONAL
1205 N Tl BFF |BREAK ROOM|  EX EX Elx Lw COST.
MTLT @ ﬁg\
: 1205 1B L M 7T 14. THE FIRE PROTECTION SYSTEMS AND INFORMATION SHOWN WITHIN THESE
g o = : 1226 — : DRAWINGS AND THE SPECIFICATIONS, REPRESENT THE DESIGN INTENT OF
i - [ HSKP [ \L et D E vl \? \ @% THE ENGINEER OF RECORD. THESE DRAWINGS AND SPECIFICATION ARE IN
]| | mE 0] L .y, | [ |- - [ il =Y @ COMPLIANCE WITH STATE RULE 61G15—32. IT IS THE RESPONSIBILITY OF
SEFRIGERATIN N ) e THE CONTRACTOR TO SUBMIT LAYOUT DRAWINGS TO THE AUTHORITY
% m w._._zm [ ] - HAVING JURISDICTION FOR PERMITTING AND REVIEW. THE LAYOUT DRAWINGS
— o ‘ SHALL BE IN COMPLIANCE WITH STATE RULE 61 G15-32 AND NFPA 13,
oot o L] 8—1, WORKING PLANS.
| HARMACY i N
L [ MY S Vﬁ é @ 15. REFER TO ARCHITECTURAL REFLECTED CEILING PLANS FOR CEILING
—— ‘ m|m 1200 |IL DESCRIPTIONS AND HEIGHTS. SPRINKLER HEAD LOCATIONS SHALL BE
= £X COORDINATED WITH ALL DIFFUSERS, SPEAKERS, LIGHTING FIXTURES AND
‘ O L CEILING SYSTEMS, SPACING OF SPRINKLER HEADS SHALL BE IN
0 DM TLT i
g R . ‘ — 0 | - — L I ACCORDANCE WITH NFPA 13 AND THE LISTING OF THE SPRINKLER.
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- - i 1551 1254 ‘ 16. SPRINKLER HEADS ARE TO BE LOCATED IN CENTER OF CEILING TILE. IF
= ill o [ni=TEEN % R C H NETHNEE B 1255 ] 126t = J THIS IS NOT POSSIBLE, LOCATION MUST BE CONFIRMED WITH COTR PRIOR
m._.omm S W.TLT - LEAN 125 TO INSTALLATION
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= ! . EXISTING CLINIC
1200A _ , , 1555 18. CONTRACTOR SHALL EXISTING SPRINKLER HEADS AS NOTED AND PROVIDE

i - Bl : Q 7 7 £ NEW SPRINKLERS AND RETURN BENDS IN THE LOCATIONS AS REQUIRED
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FOR NEW LAYOUT.
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. M@@ FIRE SPRINKLER LEGEND

TEMP RESPONSE K—FAC| FINISH |MODEL STYLE PLATE MFG. NOTES

165" |FAST RESPONSE| 5.4 |CHROME| ZX—1 | INSTITUTIONAL [ CHROME | RELIABLE [ W/CONICAL
1237 ESCUTCHEON

FIRE PROTECTION DESIGN DATA 17 90" ELL 17 90" ELL

ENTIRE AREA OF CONSTRUCTION (EXCEPT AS NOTED):
OCCUPANCY CLASSIFICATION: LIGHT HAZARD
1236 SYSTEM TYPE: WET PIPE

DESIGN DENSITY: .10 GPM/SQ. FT.
= (= HYDRAULIC REMOTE AREA: 1,500 SQ. FT.

SPRINKLER ORIFICE SIZE: 1/2" -
mX—m-_-—zm DURATION OF SUPPLY: 30 MIN. \ /]

MAXIMUM COVERAGE /SPRINKLER HEAD: 225 SQ. FT. 1" DROP

HOSE STREAM ALLOWANCE: 100 GPM BRANCH LINE

mz-—lm>20m DESIGN CRITERIA: 1X\ REDUCER

- THE FOLLOWING PUBLICATIONS SHALL BE USED S A . (  bBedf &3 |
REFERENCE FOR DESIGN OF THE FIRE SUPPRESSION SYSTEM ON THIS PROJECT. SPRINKLER /|_.|_z_w_._m0
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1. DEPT. OF VETERAN’S AFFAIRS FIRE PROTECTION DESIGN GUIDELINES CEILING

~~ RETURN BEND DETAIL

NFPA 13, INSTALLATION OF SPRINKLER SYSTEMS — 2007 EDITION 1

NFPA 1, UNIFORM FIRE CODE — 2007 EDITION

PARTIAL FIRST FLOOR FIRE SUPPRESSION PLAN

3/32" = 1’-0"

2
3

o 4. EXISTING FIRE PUMP CRITERIA: HORIZONTAL PUMP, 750 GPM, 220 TDH, & 60 HP. NOT TO SCALE
5. EXISTING JOCKEY PUMP CRITERIA: HORIZONTAL PUMP, 7.5 GPM, 230 TDH, & 3 HP.
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